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Test specifications 


1. GENERAL 


The test specifications on this Microcard are 
specially geared to the distributor test bench ZVS 50 
(0 683 400 200) and to the ignition-distributor test 
adapter KDZV 7202. They are not to be used for other 
tests. 


The test specifications for the corresponding ignition 
distributor can only be determined via the Microcard 
"List of Test Specifications" W-001/016. 


2. SPECIAL FEATURES 


Special clamping flanges and drivers are required for 
various ignition distributors in order to be able to 
test them properly (avoidance of damage). 


The clamping flange and driver are indicated beneath 
the test specifications for the ignition distributors 
concerned. 


General information 
| Ignition distrbutors 0 237 .. 
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Distributor-shaft speed 

Distributcor-shaft advance 
3; = Negative gauge pressure 
Test adapter KDZV 7202 LV =} 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range  0.5° dist. 

Shaft 


Repair and test instructions: W-237/502 


Test specifications 


| Ignition distributors 0 237 .. 
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Distributor-shaft speed 

Distributor-shaft advance 

3 = Negative gauge pressure 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 
Air gap min. 0.25 mm 
Addition to tolerance range £0.0° Aisi. 
Shaft 


Repair and test instructions: W-237/ 502 


Clamping flange: 1 685 700 135 
Driver: 1 686 490 037 


a 
30004 Gar EGG hRUCRGERSe 
Ae ae 


BUSS” CES 4 EGER S 


237 001 003 


Distributor-shaft speed 

Distributor-shaft advance 

3 = Negative gauge pressure 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mn 
Addition to tolerance range t 0.5° dist. 
Shaft 


hook ot 


Repair and test instructions: W-237/502 


Clamping flange: 1 685 700 135 
Driver: 1 686 490 037 
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Distributor-shaft speed 


2 = Distributor-shaft advance 

3 = Negative gauge pressure 

Test adapter KDZV 7202 ZV-] 

Resistance of magnetic-pulse generator 950...1300 2 

Air gap min, 0.25 mm 

Addition to tolenance range 2 Oe O° ISt. 
shaft 

Repair and test instructions: W-237/502 

Clamping flange: 1 685 700 135 

Driver: 1 686 490 037 


Test specifications 
Ignition distributors 0 ot ae 
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Distributor-shaft speed 


2 = Distributor-snaft advance 

3 = Negative gauge pressure 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap inin. 0.25 nim 


pak Addition to tolerance range + 0.5° dist. 
_ Shaft 


Repair and test instructions: W-237/ 502 


Clamping flange: 1 685 700 135 
Driver: 1 686 490 037 
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Distributor-shaft speed 

Distributor-shaft advance 

Nagative gauge pressure 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 2V-] 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Additiow to tolerance range Oyo cdot. 

Shaft 


Repair and test instructions: W-237/502 


Test specifications 
gnition distributors 0 237 .. 
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| = Distributor-shaft speed 
2 = Distributor-shaft advance 
3 = Negative gauge pressure 
9 = Nagative gauge pressure (vacuum) advance 
es Test adapter KDZV 7202 ZV-I 
aN Resistance of magnetic-pulse generator 950...1300 2 
i Air gap min. 0.25 mm | 
Addition to tolerance range “Oo Gist. 


Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 


| Ignition distributors 0 237 .. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 959...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range ' 0.5° dist. 


Shaft 


Repair and test instructions: W-237/502 


Test specifications | 
Ignition distributors 0 237.. 
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Distributor-shaft speed 


i = 
2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 LV-] 
Resistance of magnetic-pulse generator 950...1300 
Air gap min. 0.25 mm 
Addition to tolerance range C055 “1S ts 


Shaft 


Repair and test instructions: W-237/ 502 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0,25 mm 
Addition to tolerance range 05° dist. 
Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
Ignition distributors 0 237 .. 
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Distributor-shaft speed 


| = 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 LV-l 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. . 0.25 mm 
Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
Ignition distributors 0 237 .. 
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Distributor-shaft 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 2V-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
Ignition distributors 0 237 . 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range Oso. Gist. 


Shaft 


Repair and test instructions: W-237/ 502 


f Test spec if ications 
i Ignition distributors 0 237 .. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/ 502 


js Test specifications 
gnition distributors 0 237 .. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range PO.5°"d1st. 

shaft 


Repair and test instructions: W-237/502 


Test specifications 
Ignition distributors 0 237 . 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/502 


Test specifications 
Iqnition distibutors 0 237 .. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance ranne #:0,5° dist. 


Shaft 


Woy ow ow 


Repair and test instructions: W-237/502 
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Distributor-shaft speed 

Distributor-shaft speed 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range 2 25" das t. 
Shaft 


Hob ou oon 


Repair and test instructions: W-237/502 


a a ‘R201 Test specifications | i =a | 
ee aeee™ | Ignition distributors 0 237 .. 


ortais a % r poe gs ri ° z 
a0 5 : ete Be eh : : ay /- ae : se sees ; 
ray ; ; ; ied tt ame a f . : ” ; 7 See ei. 


OFS bak 


¢ paths aeeresseieees O85 
an a cenGs ROS CSaed Reo 
on io pune aerees toes Seca daneadusenannn 
Efereeneritien oh is epuBeuRbEnecace ecuanl 
- $00 200" 


237 002 020/.. 021 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 950...1300 
Air gap min. 0.25 mm 
Addition to tclerance range PO.5° dist. 

Shaft 


Revair and test instructions: \W!-237/502 


Clamping flange: 1 685 700 135 
Driver: 1 686 490 037 


Test specifications 


Ignition distributors 0 237 . 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range £05" dist. 

shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
Ignition distributors 0 237 . 


2 


400. 500. .600 mbar 


ane 


237 002 023 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generater 950...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range Oe 5? 2d St 
Shaft 


umou Wou 


Repair and test instructions: W-237/ 502 
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Distributor-shaft speed 
Distributor-shaft advance 
= Negative gauge pressure 
= Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generators 505...680 2 
Air gap min. © 0.25 mm 
Addition to tolerance rage £ Qao JIS bo. 
shaft 


Repair and test instructions: W-237/502 


Test specifications 
Igniticn distributors 0 237 .. 
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j Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 990 60.3000 
Air aap min, 0.25 mm 
Addition to tolerance range 405° Gq Sts 


shaft 
Repair and test instructions: W-237/502 


- | B 1 | Test specifications | | 
| Ignition distributors 0 237 .. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 

shaft 


Repair and test instructions: W-237/ 502 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 
Air gap min. 0.25 mm 
Addition to tolerance range 20.5? “St. 

shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
| Ignition distributors 0 237 ... 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range #05" GISts 


shaft 


Repair and test instructions: W-237/ 502 


Test specifications | = = | 
i Ignition distributors 0 237 .. | 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

9 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZY¥~1 

Resistance of magnetic-pulse generator 950...1300 2 

Air gap min. 0.25 mn 

Addition to tolerance range e025" -d1sie 
Shaft 

Repair and test instructions: W-237/502 

Clamping flange: 1 685 700 135 

Driver: 1 686 490 037 


f Test specifications 


Ignition distributors 0 237 .. 
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Distributor-shaft speed 


| 

2 = Distributor-shaft advande 
i 3 = Negative gauge pressure 
: 5 = Negative gauge pressure (vacuum) advance 
‘ Test adapter KDZV 7202 ZV-] 
a Resistance of magnetic-pulse generator 950...1300 2 S 
‘ Air gap min. 0.25 mm : 
“ Addition to tolerance range eee dS ts 


Shaft 
Repair and test instructions: W-237/ 502 
« Clamping flange: 1 685 700 135 
oe Driver: 1 686 490 037 


Test specifications 


gnition distributors 0 237 .. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 


Shaft 


Repair and test instructions: W-237/502 


Test specifications 
Ignition distributors 0 237 .. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advande 

Test adapter KDZV 7202 LV -T 
Resistance of magnetic-pulse generator  95v...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range Ca ads 
Shaft 


Noo We ou 


Repair and test instructions: W-237/ 502 


| Test specifications =» | 
| Ignition distributors 0 237 .. 7 


| 500. | : 
ccc BS 100 me Doe 
4 Wenus Sse eee EEE RES 
gestasinres titties oes ooes 1 


ee 
i Pre 


i 


237 002 038 


Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 

= Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator  950...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range 205° GIS s 
Shaft 


ihououw 


Repair and test instructions: W-237/ 502 


Test specifications 
| Ignition distributors 0 237 .. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7292 ZV-1 
. Resistance of magnetic-pulse generator 950...1300 2 
ve Air gap min. 0.25 mm 
Addition to tolerance range Osh? dist: 


Shaft 


Repair and test instructions: W-237/502 


Test specifications 
Ignition distributors 0 237 .. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

9 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 LV-I 
Resistance of magnetic-pulse generator 950...1300 
Air gap min. G.25 mm 
Addition to tolerance range e106 aasts 


Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
| Ignition distributors 0 237 .. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 950...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range t 0.5° dist- 

shaft 


Repair and test instructions: W-237/ 502 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

= Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
Shaft 


1 
2 
3 
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Repair and test instructions: W-237/502 


Test specifications 
| Ignition distributors 0 237 .. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range MPSS? dis bs 
Shaft 


Repair and test instructions: W-237/502 


Clamping flange: 1 685 700 135 
Driver: 1 686 490 037 
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1 = Distributor-shaft speed 

2 = Distributor+shaft advance 

3 = Negative gauge pressure 

o = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 950...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range + Q.5° dist. 


Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 


Ignition distributors 0 237.. 
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Distributor-shaft speed 
= Distributor-shaft advance 
= Negative gauge pressure 
= Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range #6 GIS ts 
Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 


Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 LV-] 


Resistance of magnetic-pulse generator  950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range -0.5° dist. 


shaft 


Repair and test instructions: W-237/502 


Ciamping flange: 1 685 700 135 
Driver: 1 686 490 037 


if Test specifications 
Ignition distributors 0 237 .. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 LV-I 

Resistance of magnetic-pulse generator 950...1300 2 

Air gap min. 0.25 mm 

Addition to tolerance range £0. 9° “Git. 
Shaft 

Repair and test instructions : W-237/502 

Clamping flange: 1 685 700 135 

Driver: 1 686 490 037 


fs Test specifications 


—_—_—_ 


| Ignition distributors 0 237.. 
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1 = Distridutor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator  505...680 2 

Air gap min. 0.25 mm 

Addition to tolerance range es 2d VSt. 
Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 


gnition distributors 0 237 . 
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Distributor-shaft speed 
= Distributor-shaft advance 
= Negative gauge pressure 
= Negative gauge pressure (vacuum) advance 
Test addpter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 
Air gap min. 0.25 mm 
Addition to tolerance range ee GISTs 
Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
“Ignition distributors 0 237.. 
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Distributor-shaft speed 
= Distributor-shaft advance 
Negative gauge pressure 
= Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range £ 0.59" dist: 
Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
Igaition distributors 0 237 .. 
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= Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 
Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 


Addition tu tolerance range +0.5° dist. 
shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
Ignition distributors 0 237 
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Bistributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 
= Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
shaft 


Repair and test instructions: W-237/502 


Test specifications 
qnition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

9 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 LV-I 
Resistance of magnetic-pulse generator  505...680 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5 dist. 


snaft 


W-237/ 502 


Repair and test instructions: 


ee Sacre Beet eee ee es 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 7V-I 
Resistance of magnetic-pulse generator 950...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range 0.5° dist. 
shaft 


Repair and test instructions: W-237/502 


Test specifications 
gnition distributors 0 237.. 


49002 4500 “2000. er 3000 ° 


| 600 m bar. 7 


237 002 071 


Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 

= Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 LV-I 
Resistance of magnetic-pulse generator 950...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
shaft 


Repair and test instructions: W-237/ 502 


Clamping flange: 1 685. 700-433 
Driver: 1 686 400 003 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 


= Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-l 


Resistance of magnetic-pulse generator 950...1300 
Air gap min. 0.25 mm 
Addition to tolerance range £045" dast, 


Shaft 


Repair and test instructions: W-237/502 


Clamping flange: 1 685 700 133 
Driver: 1 686 400 003 


mT. 


_500 1000 
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= Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 
Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range b O35" Gist. 
Shaft 


Repair and test instructions: W-237/502 


237 003 003 


Distributor-shaft speed 

Distributor-snaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 LV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range $.5° dist. 
shaft 


Repair and test instructions: W-237/502 


Test specifications 


Ignition distributors 0 237.. 


oS sae 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range O° dist, 


Shaft 
FD (date of manufacture) 730- 


Repair and test instructions: W-237/502 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 950...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range a? U6" 116 tk. 
Shaft 


Repair and test instructions: W-237/502 


Test specifications 
| Ignition distributors 0 237.. 
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0 237 003 013 

1 = Distributor-shaft speed 

2 = Distributor-shaft advance: 

3 = Negative gauge pressure 

4 = Gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 505...680 
Air gap min. 0.25 mn 
Addition to tolerance range ae GVShs 


shaft 


Repair and test instructions: W-237/ 502 


Test specifications 


. Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Gauge pressure (retard) 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/502 


Test snecifications 


gnition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 
Test adapter KDZV 7202 ZV~-] 


DOwh — 
ued wow 


600 mbar | 


Resistance of magnetic-pulse generator 950...1300 Q 

Air gap min. 0.25 mm 

Addition to tolerance range EDS TSC 4 
Shaft 


Repair and test instructions: W-237/ 502 


x 4006" 1500; 
es e OASGUSSEUE sabusneat sescectncceseaceass oT 


SSRRSES Sy 
948”, CUSER SO5SS BRSES Sheen 

Oe a Sey. 

ae 


0.237 003.0227..2023 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum; advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 500...580 Q 
Air gap min. 0.25 mm 
Addition to talerance range 05. WIS ts 


Shaft 


Repair and test instructions: W-237/502 


Test speci“ ications 
j Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge ‘pressure 


MO WM — 
tou Un a 


= Gauge pressure (retard) 

Test adapter KDZV 7202 

Resistance of magnetic-pulse generator 
Air gap min. 


Addition to tolerance range ' 


Repair and test instructions: W-237/502 
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Negative gauge pressure (vacuum) advance 
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950...1300 2 

0.25 mm 

0,5° dist. 
Shaft 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

9 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator  505...580 2 
Air gap min. 0.25 mm 
Addition toa tolerance range tS" a tst 


Shaft 


Repair and test instructions: W-237/502 


Test specifications 


Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 
Negative gauge pressure (vacuum) advance 

= Gauge pressure (advance/retard) 
Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 
Air gap min. 0.25 mm 
Addition to tolerance range ' Q0.5° dist. 
shaft 


WoW WoW 


Repair and test instructions: W-237/502 


Test specifications 
Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 


Dnwn— 
now ou ow on 


Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 Q 
Air gap min. _ 0.25 mm 
Addition to tolerance range + 0.5° dist. 


Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 


Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range + Q0.5° dist. 


shaft 


Repair and test instructions: W-237/ 502 


| Cc ‘al Test specifications 
a | 16| Ignition distributors 0 237... 
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Distributor~-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator  950...1300 Q 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
shaft 


oud ow moa 


Repair and test instructions: W-237/ 502 


Clamping flange: 1 685 700 133 
Driver: 1 686 400 003 


Test specifications 


Ignition distributors 0 237 ... 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 950...1300 2 

Air gap min. 0.25 mm 

Addition to tolerance range eD.5 sa 1st. 
Shaft 


Repair and test instructions: W-237/ 502 
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1 = Distributor-shaft speed | 
2 = Distributor-shaft advance a 
3 = Negative gauge pressure : 
9 = Negative gauge pressure (vacuum) advance - 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-1 

Resistance of magnetic-pulse generator  950...1300 2 

Air gap min. 0.25 mm 

Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/502 


4 Test specifications 


f Ignition distributors 0 237 .. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator  950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range '0.5° dist 
shaft 


Non ou ou 


Repair and test instructions: W-237/502 


Test specifications 
Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 
Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV~1 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range EQS 1S Cex 
Shaft 
Cut-out speed of limiter 3140 to 3330 
min 


Repair and test instructions: W-237/502 


Test specifications 
if Ignition distributors 0 237 .. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

fest adapter KDZV 7202 ZV-] 

Resistance of magnetic-pulse generator  950...1300 2 

Air gap min. 0.25 mm 

Addition to tolerance range *0.5° dist. 
Shaft 

Cut-out speed of limiter 3230 to 3430 
min 


Repair and test instructions: W-237/502 


Test specifications 


Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator  950...1300 2 
Air gad min. 0.25 mm 
Addition to tolerance range #:Q35°-dist. 


wou om ot 


MNwWwnm— 


Cut-out speed of Limiter 3330 to 3540 


Repair and test instructions: W-237/502 


- 623] Test specifications 
a | | Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

9 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-] 

Air gap min. 0.25 mm 

Addition to tolerance range + 0.5° dist 
Shaft 

Cut-out speed of limiter 3230 to Sia 
min 


Repair and test instructions: W-237/502 


Test specifications 
Ignition distributors 0 237.. 
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Distributor-shart speed 

Distributor-shatt advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 950...1300 Q 

Air gap min. 0.25 mm 

Addition to tolerance range ES 1S 0% 
Saft 

Cut-out speed of limiter 3280 to 3480 

min 


non uw won 


Repair and test instructions: W-237/ 502 


sf Test specifications 
: ___§ Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 
Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 
Test adapter KDZV ZV-1 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range gO Prac aes 9 8 I 
Shaft 
Cut-out speed of limiter 3280 to 3480 
min 2 


Repair and test instructions: W-237/ 502 


| Test specifications 
7 Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

= Negative gauge pressure (vacuum) retard 

Test adapter KDZV Vai 

Resistance of magnetic-pulse generator 950...1300 2 

Air gap min. 0.25 mm 

Addition to tolerance range *0.5° dist. 
Shaft 

Cut-out speed of limiter 3280 to 3380 

min 


Repair and test instructions: W-237/502 
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| = Distributor-shaft speed 

é = Distributor-shaft advance 

3 = Nesative qauce pressure 

2 = Nesative qauae pressure (vacuum) advance 

6 = Neaative aauge pressure (vacuum) retard 

Tact adapter KDZV 7202 ZY ~-] 

Resistance of maqnetic-pulse aenerator 950...1300 Q 

Air gap min. 0.25 mm 

Addition to tolerance ranae + 0.5° dist. 
~ shaft 

Cut-out speed of Jimiter 3280 to 3480 


min-! 


Repair and test instructions: W-237/502 


T Test specifications 


Iqnition distributors 0 237 .. 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 


Nmwn—> 
ou om owe oat 


Test adapter KDZV 7202 

Resistance of magnetic-pulse generator 
Air gap min. 

Addition to tolerance range 


FD (date of manufacture) 


Repair and test instructions: W-237/ 502 


Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

= Negative gauge pressure (vacuum) retard 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 505...680 2 
Air gap min. 0.25 mm 
Addition to tolerance range $025" dist: 
cnaft 


Repair and test instructions: W-237/502 


Test specifications 
Ignition distributors 0 237.. 
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= Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 
Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 
Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator  505...680 2 
Air gap min. 0.25 mm 
Addition to tolerance range *:0.5° dist, 
shaft 


Repair and test instructions: W-237/502 


Test specifications 
Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 505...680 2 
Air gap min. 0.25 mm 
Addition to tolerance range tO OSE, 


Shaft 


Repair and test instructions: W-237/ 502 


Test spec it ications 
Ignition distributors 0 237... 
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Distributor-shaft speed 

Distributor+shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 950...1300 2 

Air gap min. Q.25 mm 

Addition to tolerance range eS ad tS t, 
shaft 

Cut-out speed of limiter 3280 ‘to a7 98 

min 


Wow ow Tt 


Repair and test instructions: W-237/ 02 


Test specifications | 
Ignition distributors 0 237.. pd 
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Distributor~shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV=I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 

Shaft 


Repair and test instructions: W-237/502 


Test specifications 
Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range b O36? -d1Sits 


Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
Ignition distributors 0 237 .. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator  950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range £ 0.5° ¢ist. 


Shaft 


Repair and test instructions: W-237/502 


Test specifications 


ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range + Q.5° dist. 
Shaft 


Mwnrm— 


Repair and test specifications: W-237/502 


Test specifications : 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-1 

Resistance of magnetic-pulse generator 950...1300 2 

Air gap min. * U.25 mm 

Addition to tolerance range + 0.5° dist. 
Shaft 

Cut-out speed of limiter 3110 to 3300 

min } 


hom ou ou ott 


Repair and test instructions: W-237/502 


Test specifications 
Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Xegative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 

Pesistance of magnetic-pulse generator  950...1300 Q 

Air gap min. 0.25 mm 

Addition to tolerance range + 0.5° dist. 
. Shaft 

Cut-out speed of limiter 2940 to 3120 

min 


Repair and test instructions: W-237/ 502 


- D15! Test spec if ications 
= Lt Ignition distributors 0 237.. a 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Gauge pressure 

Negative gauge pressure (vacuum) retard 

Gauge pressure (retard) 

Test adapter KDZV 7202 LV-] 

Resistance of magnetic-pulse generator 505...680 2 

Air gap min. 0.25 mm 

Addition to tolerance range > 0.5" dist, 
. Shaft shaft 

Cut-out speed of limiter 3230 to 3430 

min 


Woo Mow tho 


Repair and test instructions: W-237/502 


Test specifications 
Ignition distributors 0 237 ., 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

7 = Gauge pressure (retard) , 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 950...1300 2 

Air gap min. 0.25 mm 

Addition to tolerance range + 0.5° dist. 
shaft 

Cut-out speed of limiter 2940 to 3120 

min 
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Repair and test instructions: W-237/ 502 


Test specifications 
gnition distributors 0 237.._ 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 950...1300 

Air gap min. 0.25 mm 

Addition to tolerance range & 0.5" dist, 
Shaft 

Cut-out speed limiter 3230 to 3430 

min + 


Wow tow ow 


Repair and test instructions: W-237/ 502 


Test specifications 
| Ignition distributors 0 237 .. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative qauqe pressure 

Negative gauge pressure (vacuum) advance 

= Neaative aauge pressure (vacuum) retard 

Test adapter KDZY 7202 ZV-I 

Resistance of maanetic-pulse aqenerator 950...1300 9 

Air gap min. 0.25 mm 

Addition to te*erance ranae + 0.5° dist. 
= shaft 

Cut-out speed of limiter 3230 to 3430 


mine? 


ttouk Wout 


Repair and test instructions: W-237/502 


Test specifications 
i Ianition distributors 0 237 .. 
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1 = Distributor-shaft speed 
¢ = Distributor-shaft advance ; 5, 
3 = Negative qauge pressure J 
5 = Negative aauge pressure (vacuum) advance “ 
6 = Negative qauge pressure (vacuum) retard 
Test adapter KDZV 7202 LV-I 
Resistance of maqnetic-pulse aqenerator 950...1300 © 
Air aap min. 0.25 mm 
Addition to tolerance ranqe + 0.5° dist. 

‘ shaft 
Cut-out speed of limiter 3230 to 3430 

min- 


Repair and test specifications: W-237/502 


1 Test specifications | . 
i D20| Ignition distributors 0 237 .. | 


srs <x 


Opa een ee oe ee 
0 500. 1000-1500. -2000,." 2500 3000” 3500° 4000. min” | 
J) 20 peer : 


% ne a aot 
- + ee one , : 
B b 74 


237 012 001/..002 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range 2 Oa a1St. 
| Shaft 


How Woou 


Reoair and test instructions: W-237/502 


1 Test specifications 
Jj Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Gauge pressure (retard) 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.25 mm 
Addition to tolerance range * 0.5 dist. 
Shaft 


Repair and test instructions: W-237/ 502 


Test specifications 
Ignition distributors 0 237 .. 


7 ae 


237 016 001/..002 


Distributor-shaft speed 

Nistributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator  505...680 2) 
Air gap min. 0.25 mm 
Addition to tolerance range $Qe5" dS 4 
Shaft 


Hom 


Repair and test instructions: W-237/ 502 


Test specifications 
“f Ignition distributor 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
iba Addition to tolerance range * 0.5’ dist. 
a shaft 


W-237/590 


Repair and test instructions. 


I Test specifications 


Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + Q.5° dist. 
shaft 


1 
Z 
3 
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Repair and test instructions: W-237/500 


Test specifications 


f Ignition distributors 0 237.. 


500. 6 


237 020 003 


Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure (vacuum) 
Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 
Acdition to tolerance range + 0.5° dist. 
| Shaft 


Repair and test instructions: W-237/ 500 


Test specifications 
f Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 


Addition to tolerance range * Q0.5° dist. 
shaft 


1 
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3 
) 


Repair and test instructions: W-237/500 


Test spezifications 


Ignition distributor 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure (vacuum) 
Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 
Addition to tclerance range O15" dist. 
Shaft 


Repair and test instructions: W-237/ 500 


237 020 006 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to toierance range SiON GA Sit. 


Shaft 


Repair and test instructions: W-237/500 


Test specifications 
Ignition distributors 0 237... 
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= Distributor-shaft speed 

= Distributor-shaft advance 

Negative gauge pressure (vacuum) 

= Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range 105° dist, 
Shaft 


MWwWwnrn-- 
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Repair and test instructions: W-237/500 


Test specifications 
qgnition distributors 0 237.. 


“oe ce va eS 


Saad a OEIN Ord Ebene Seameseren renevonen 
Gak\ ER PEO : 
Rees 

pre 

cee 

Sasa 


ey eee 


» aS 
— 
JEEE 
RS 
i Gitees 
se] 


ae a Sin eee — 
ees «asa Bes 3 area 


0 237 020 008 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H od. 
Addition to tolerance range ' Q.5° dist. os 


shaft e 


Repair and test instructions: W-237/500 


Test specifications 
gnition distributors 0 237.. 


0 237 020 010 
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- Distributor-shaft speed 

= Distributor-shaft advance 

Negative gauge pressure (vacuum) 

= Negative gauge pressure (vacuum) advance 

Test adapter KDZV 72u2 ZV-H 
Addition to tolerance range 5 dist. 
Shaft 


Repair and test instructions: W-237/500 


Test specifications 


| ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

5 «= Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV H 
Addition to tolerance range 0.5° dice, 
shaft 


Repair and test instructions: W-237/500 


Test specifications 
gnition distributors 0 237... 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-! 
Addition to tolerance range 1045? ds. 


Shaft 


Repair and test instructions: W-237/500 


Test specifications 
gnition distributors Q 237... 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range 1 0.5° dist. 
Shaft 
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3 
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Repair and test instructions: W-237/500 


Test specifications © 
Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range e060 Gist. 


shaft 


Repair and test instructions: W-237/500 


Test specifications 


Iqnition distributors 0 237... 
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0 237 020 025 


{| = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

Test adapter 7202 ZV-H 
Addition to tolerance range 27020" 1S t; 


Shaft. 


Repair and test instructions: W-237/300 


Test specifications 
gnition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure (vacuum) 
Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5" dist. 
shaft 


Repair and test instructions: W-237/ 500 


Test specifications | 
| Ignition distributors 0 237.. 


- > ppp S00- 1000. 1500. 2000 2500 3000 3500. 4000. min 
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237 020 030 


Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure (vacuum) 
= Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/500 


Test specifications 
| Ignition distributors 0 237.. 
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237 020 031 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range t 0.5° dist. 
Shaft 
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Repair and test instructions: W-2237/ 500 


Test Specifications 
| Ignition distributors 0 237.. 
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0 237 020 033 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + Q.5° dist. 
Shaft 


wh 
how 


Repair and test instructions: W-237/ 500 


Test csecif ications 
f Ignition distributors 0 237.. 
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0 237 020 034 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range * 0.5° dist. 


shaft 


Repair and test instructions: W-237/ 500 


= | Test specifications 
“ § Ignition distributors 0 237.. 
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0 237 020 035 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range * 0.5° dist. 


Shaft 


Repair and test instructions: W-237/ 500 


Test specifications 
gnition distributors 0 237.. 
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1 Distributor-shaft speed 

2 = Distributor-Shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 

Addition to tolerance range ' 0.5° dist. 
shaft 


Repair and test instructions: W-237/ 500 


f Test specifications 
j ignition distributors 0 237.. 
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237 020 039 


Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure (vacuum) 
Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + Q.5° dist. 
shaft 


Repair and test instructions: W-237/ 500 


_Test specifications 
Ignition distributors- 0 237.. 
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0 237 020 040 


= Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range * 0.5" dist. 
Shaft 


MWmnm — 
no oueom ot 


Repair and test instructions: W-237/500 


Clamping flange: 1 685 700 129 
Driver: 1 686 400 004 


Test specifications 
qnition distributors 0 237... 
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237 020 041 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 


Shaft 


hom ut 
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Repair and test instructions: W-237/ 500 


Clamping flange: 1 685 700 129 
Driver: 1 686 400 004 


i) Test specifications 
y | | E23} Ignition distributors 0 237.. 
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237 020 042 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5" dist. 
Shaft 


in | ee 


Repair and test instructions: W-237/ 5090 


Clamping flange: 1 685 700 129 
Driver: : 1 686 400 004 


Test specifications 
Ignition distributors 0 237... 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 
Shaft 


WoW otk ou 


Repair and test instructions: W-237/ 500 


Clamping flange: 1 685 700 129 
Driver: 1 686 400 004 


Test specifications 
Ignition distributois 0 237.. 


~ 200.300. 


237 020 044 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range t 0.5° dist. 
Shaft 


Repair and test instructions: W-237/500 


Clamping flange: 1 685 700 129 
Driver: 1 686 400 004 


i Test specifications 
Ignition distributors 0 237.. 
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seca eee 


237 020 045/..046 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 
Addition to tolerance range # 0.5° 


nou ou dt 


Repair and test instructions: W-237/ 500 


Test specifications 
| Ignition distributors 0 237.. 
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237 020 047 


Distributor-shaft speed 
= Distributor-shaft advance 
Negative gauge pressure (vacuum) 
Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 
Addition to tolerance range t 9.5° dist. 
Shaft 


Repair and test instructions: W-237/500 


Test specif ications 


} Ignition distributors 0 237/.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

= Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range t 0.5° dist. 
Shaft 


OrWwW Mrm—-— 


Repair and test instructions: W-237/ 500 


Test specif ications 


Ignition distributors 0 237.. 
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0 237 020 049 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) retard 

’ Test adapter KDZV 7202 2V-H 

ae Addition to tolerance range ' 0.5° dist. 
Shaft 


Wom om ott 


° 
Nw hr — 


. Repair and test instructions: W-237/ 500 


Clamping flange: 1 685 700 129 
Driver: 1 686 400 004 


est specifications 
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qnition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 


Shaft 


Repair and test instructions: W-237/500 


Test specifications 
Ignition distributors 0 237.. 
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237 021 003/..004 


Distributor-shaft speed 

Distributor-shaft advance . 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 


Addition to tolerance range ' 0.5° dist. 
Shaft 


Repair and test instructions: W-237/500 


Test specifications 
Ignition distributors 0 237... 
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0 237 021 005 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + Q.5° dist. 


Shaft 


Repair and test instructions: W-237/ 500 


T Test specifications 
| Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

é¢ = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

° = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV -H 

Addition to tolerance range = 0.5? dist. 
Shaft 

FD (cate of manufacture) 149 + 


Repair and test instructions: W-237/ 500 


1 Test specifications 


} Ignition distributors 0 237. 


237 021 009 


Cistributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range =0.5" dist. 
Shaft 


Repair and test instructions: W-237/500 


| Test specifications 
j Ignition distributors 0 237.. 
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~ 500" 


237 021 010 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/500 


| Test specifications 
Ignition distributors 0 237.. 


O— 


e00 ioe 1500" 2000 2500 3000_ _ 3800 “4000 min : 


"300 “100 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure (vacuum) 
Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 
Addition to tolerance range 2.025° dist. 
shaft 


Repair and test instructions: W-237/ 500 


] Test specifications 
| Ignition distributors 0 237.. 


237 021 013 


Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure (vacuum) 
Negative gauge pressure (vacuum) advance 
fest adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/ 500 


“| Test specifications 


Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft 2dvance 

Negative gauge pressure (vacuum) 

= Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 
Shaft 


own — 


Repair and test instructions: W-237/500 


f Test specifications 


| Ignition distributors 0 237. 
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237 021 015 


= Distributor-shaft speed 
= Distributor-shaft advance 
Negative gauge pressure (vacuum) 
= Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 
Addition to tolerance range - 0.5° dist. 
shaft 


Repair and test instructions: W-237/ 500 


| Test specifications 


| Ignition distributors 0 237.. 
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237 022 007/..008 


1 = Distributor-shaft speed 
é = Distributor-shaft advance 
3 = Negative gauge pressure (vacuum) 
9 = Negative gauge pressure (vacuum) advance 
6 = Negative gauge pressure (vacuum) retard 
ve Test adapter KDZV 7202 ZV-H 
a Addition to tolerance range er 0 5 dase, 


Shaft 


Repair and test instructions: W-237/500 


| Test specifications 


| Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range 2:0..5" dist, 
shaft 


rou ue uo 


Repair and test. instructions: W-237/ 500 


| Test specifications 


| Ignition distributors 0 237.. 
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0 237 022 013/..014 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 
shaft 
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Repair and test instructions: W-237/500 


Test specifications 
1 Ignition distributors © @ 


<= + 


i app0_ 5001000 1500" 2000 2500 . 3000° 3500 4000 min? 
Oro mT anes snense 
aes PEELE Cees csose 5 : 


ee 2 ree oe 


00.400 500° 600 mbar 


rs 


0 237 022 015/..016 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range # 0.5° dist. 
Shaft 


Dow ro — 
Vou ot ue ul 


Repair and test instructions: W-237/ 500 


jest specifications 
| Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 «= Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/500 


| Test specifications 


[ Ignition distributors 0 237.. 
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237 022 019/..020 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

, Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 
shaft 


Wow wow tt 


Repair and test instructions: W-237/500 


| Test specifications 
| Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 
shaft 
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Hou Wow tt 


Repair and test instructions: W-237/ 500 


| | Test specifications 
| Ignition distributors 0 237.. 


237 022 023/..024 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 
Test adapter KDZV 7202 Z2V-H 
Addition to tolerance range = 0.87 


Repair and test instructions: W-237/ 500 


‘| Test specifications 
f Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZY 7202 ZV-H 

Addition to tolerance range + 0.5° dist. 
Shaft 

Cut-out speed of limiter 3380 to 3590 _ 

min 


Wood Uo oth ou 
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Repair and test instructions: W-237/500 


I Test specifications 


| Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 

Addition to tolerance range £0 o° dist. 
Shaft 

Cut-out speed of limiter 2350 to 2500 

min 
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Repair and test instructions: W-237/ 500 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 

Addition to tolerance range ~ Q.5° dist. 
Shaft 

Cut-out speed of limiter 2640 to 2810 | 

min 
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2 
3 
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Repair and test instructions: W-237/500 


| Test specifications 
| Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributr-sheft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 

Addition to tolerance range 2.0657 1st: 
shaft 

Cut-out speed of limiter 3110 to 3300 

min 
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Repair and test instructions: W-237/ 500 


Test specifications 


| Ignition distributors 0 237.. 
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Distributor-shaft speed 

BDistributor-shaft advance 

Negative gauge pressure (vacuum) 

Gauge pressure. 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Gauge pressure (retard) 

Test adapter KDZV 7202 ZV-H 

Addition to tolerance range £0<5° dist, 
shaft 

Cut-out speed of limiter 3280 to 3480 © 

min 
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Repair and test instructions: W-237/ 500 


A Test specifications 


J Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 

Addition to tolerance range = Uso dist, 
Shaft 

Cut-out speed of limiter 3280 to 3480 

min 


teooub ob 
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Repair and test instructions: W-237/500 


a : 
Sasa 

2268 See eee 
uBebeeneeecqcee®cacesteasesnessseeessesas 
tthe sneo a CscER Gane .aEGREGE 
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Ee 1 = Distributor-shaft speed 

le 2 = Distributor-shaft advance 

: 3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

ue 6 = Negative gauge pressure (vacuum) retard 

i Test adapter KDZV 7202 ZV-H 

: Addition to tolerance range vor dist. 

= shaft 

_ Cut-out speed of limiter 3280 to 3480 _, 
i min 


Repair and test instructions: W-237/ 500 


i | | Test specifications 
mw | SE Ff ignition distributors 0 237.. 
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| = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

4 = Gauge pressure 

3 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressur2 (vacuum) retard 

7 = Gauge pressure (retard) 

Test adapter KDZV 7202 ZV-H 

Addition to tolerance range + 0.5° dist; 
Shaft 

Cut-out speed of limiter 3280 to 3480 “4 

min 


Repair and test instructions: W-237/500 


| Test specifications 
| Ignition distributors 0 237.. 
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0 237 025 013/..014 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 

Addition to tolerance range + 0.5° dist. 

Shaft 

Cut-out speed of limiter 3280 to 3480 -4 

min 


Repair and test instructions: W-237/ 500 
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237 025 015/..016 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Gauge pressure (retard) 

Test adapter KDZV 7202 ZV-H 

Addition to tolerance range = 05° dist. 
Shaft 

Cut-out speed of limiter 3280 to 3480 

min 


—_ 
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Repair and test instructions: W-237/500 
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237 025 017/..018 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Gauge pressure (retard) 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range  0.5° dist. 


Shaft 
Cut-out speed of limiter 3280 to 3480 _ 


min 
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Repair and test instructions: W-237/ 500 


: Test specifications 
| Ignition distributors 0 237.. 
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237 025 021/..022 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV~H 

Addition to tolerance range = 0 65> dast, 
Shaft 

Cut-out speed of limiter 3280 to 3480 _ 

min 
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Repair and test instructions: W-237/ 500 
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0 237 026 001/..002 
1 = Distributor-shaft speed 
2 = Distributor-shaft advance 
3 = Negative gauge pressure (vacuum) 
5 = Negative gauge pressure (vacuum) advance 
be 6 = Negative gauge pressure (vacuum) retard 
ie Test adapter KDZV 7202 ZV-H 
i Addition to tolerance range =~ 0.5° dist. 


Shaft 


Repair and test instructions: W-237/ 500 


| Test specifications 
| Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 - ZV-H 
Addition to tolerance range 2 Us5°- dist. 
Shaft 


uo ou ot tot 


Repair and test instructions: W-237/500 
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237 027 003/..004 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.57 dist. 
shaft 


Repair and test instructions: W-237/ 500 
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0 237 027 005/..006 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3: Negative gauge pressure (vacuum) 

9 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range 025° dist, 


Shaft 


Repair and test instructions: W-237/500 


i Test specifications 


7 Ingition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

= Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 
shaft 
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Repair and test instructions: W-237/ 500 


s Test specifications 


Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range O57 dst 


Shaft 


Repair and test instructions: W-237/500 


\ Test specifications 
| Ignition distributors 0 237.. 
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0 237 027 011/..012 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 


Kepair and test instructions: W-237/ 500 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure (vacuum) 
Gauge pressure 
Negative gauge pressure (vacuum) advance 
= Negative gauge pressure (vacuum) retard 
= Gauge pressure (retard) 
Test. adapter KDZV 7202 ZV~-H 
Addition to tolerance range + 0.5° dist. 
Shaft 


ua 


Repair and test instructions: W-237/ 500 


| Test Specifications 
| Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure (vacuum) 

4 = Gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

7 = Gauge pressure (retard) 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/ 500 


i Test specifications 


iB Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure (vacuum) 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0;5°> dis ts 
shaft 


Repair and test instructions: W-237/ 500 


‘| Test specifications 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.35 mm 

Addition to tolerance range “055° @ist. 
be shaft 

Cut-out speed of limiter 3090 to 3280 | 

min 


M&M — 


1 


Repair and test instructions: W-237/ 503 


Q 237 301 011/..012 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure . 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 LV-I 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.25 mm 

Addition to tolerance range 20.5" dist. 
shaft 

Cut-out speed of limiter 3260 to 3460 -| 

min 


Repair and test instructions: W-237/503 


| Test specifications 
| Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-i 

Resistance of magnetic-pulse generator 520.../00 2 

Air gap min. 0.35 mm 

Addition to tolerance range 0,97 d1504 
shaft 

Cut-out speed of limiter 3230 to 3430 _, 

min 
Repair and test instructions: W-237/ 503 
Clamping flange: 1 685 720 214 


Driver: 1 685 400 003 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-! 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.35 mm 

Addition to tolerance range z 0.5° dist. 
shaft 

Cut-out speed of limiter 3260 to 3460 

nin 
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2 
3 
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ot hb uo 
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Repair and test instructions: W-237/503 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

= Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-1 

Resistance of magnetic-pulse generator 520.../002 

Air gap min. 0.35 mm 

Addition to tolerance range + 0.5° dist. 

= shaft 

Cut-out speed of limiter 3260 to 3460 _, 

min 


Repair and test instructions: W-237/ 503 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.40 om 

Addition to tolerance range + 0.5° dist. 
Shaft 

Cut-out speed of limiter 3260 to 3460 _ 

min 


Repair and test instructions: W-237/5303 


| Test specifications 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

9 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 520...700 &% 

Air gap min. 0.35 mm 

Addition to tolerance range £0 5°-atst. 
Shaft 

Cut-out speed of limiter 3260 to 3460 = 

min 


Repair and test instructions: W-237/ 503 


“| Test specifications 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 LV-] 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.40 mm 

Addition to tolerance range + 0.5° dist. 
Shaft 

Cut-out speed of limiter 3230 to 3430 _ 

min 


1 


Repair and test instructions: W-237/503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZY 7202 ZV-I 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.35 mm 

Addition to tolerance range + Q0.5° dist. 
shaft 

Cut-out speed of limiter 3040 to 3220 

min 


=| 


Repair and test instructions: W-237/ 503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 


Test specifications 
Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.40 mm 

Addition to tolerance range + 0.5° dist. 
Shaft 

Cut-out speed of limiter 3230 to 3430 _ 

min 


1 
2 
3 
5 


1 


Repair and test instructions: W-237/503 


Clamping flange: 1 685 720 214 
Driver: 1 686 406 003 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-1 

Resistance of magnetic-pulse generator 520.../00 % 

Air gap min. 0.40 mm 

Addition to tolerance range 2 U5? dst, 
Shaft 

Cut-out speed of limiter 3230 to 3430 

min 


thouom uu 


-4 


Repair and test instructions: W-237/ 503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range +007 iS oy 


Cut-out speed of limiter 3230 to 3430 


Shaft 


min”! 


Repair and test instructions: W-237/503 
Clamping flange: 1 685 720 214 


Driver: 


1 686 400 003 


| Test specifications 


f Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.40 mm 

Addition to tolerance range 055° dist. 
. shaft 

Cut-out speed of limiter 3230 to 3430 4 

min 


Repair and test instructions: W-237/503 


Clamping flange: t 685 720 214 
Driver: 1 686 400 003 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...790 2 
Air gap min. 0.40 mm 
Addition to tolerance range = 069" Gists 


Cut-out speed of limiter 3260 to 3460 | 


Shaft 


aol 
min 


Repair and test instructions: W-237/ 503 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 
Negative gauge pressure (vacuum) advance 

= Negative gauge pressure (vacuum) retard 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gep min. 0.40 mm 
Addition to tolerance range £025" dist, 

Shaft 

Cut-out speed of limiter 3260 to 3460 
min 


1) ee | | 


~| 


Repair and test instructions: W-237/ 503 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.40 mn 

Addition to tolerance range ~ 0.5° dist. 
shaft 

Cut-out speed of limiter 3230 to 3430 | 

min 


1 
2 
3 
) 


hom ot om ou 


1 


Repair and test instructions: W-237/ 503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-1 

Resistance of magnetic-pulse generator 950...1300 2 

Air gap min. 0.40 m 

Addition to tolerance range = 0.5? dist, 
shaft 

Cut-out speed of limiter 3230 to 3430 _ 

min 


1 
2 
3 
5 


ueoum Wo a 


1 


Repair and test instructions: W-237/ 503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 


I Test specifications 
Ignition distributors 0 237.. 
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Uistributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

= Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 950...1300 2 

Air gap min. 0.40 mm 

Addition to tolerance range = 0.5° dist. 
Shaft 

3230 to 3430 _ 

min 


Cut-out speed of limiter 1 


Repair and test instruction: W-237/ 503 


Clamping flange: 
Driver: 


- | H16 | Test specifications 
: | "y Ignition distributors 0 237.. 


1 685 720 214 
1 686 400 903 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of maqnetic-pulse generator 950...1300 2 

Air gap min. 0.40 mm 

Addition to toterance range 2:0,5° dist; 
Shaft 

Cut-out speed of limiter 3230 to 3430 

min 


1 
2 
3 
5 


Wo of tot 
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Repair and test instructions: W-237/ 503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-! 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.35 mm 

Addition to tolerance range + 0.5° dist. 
Shaft 

Cut-out speed of limiter 2910 to 3090 _ 

min 


1 


Repair and test instructions: W-237/ 503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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Distributor-shaft speed 


oe 
nou 


2 = Distributor-shaft advance 

3 = Negative gauge pressure 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.40 mm 

Addition to tolerance range + 0.5° dist. 
Shaft 

Cut-out speed of limiter 3090 to 3280 Z 

min 


Repair and test instructions: W-237/503 
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237 304 001 


Distributor-snaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.35 mm 
Addition to tolerance range + 0.5° dist. 
Shaft 


Hou bbe 


FD (date of manufacture) 725 > 


Repair and test instructions: W-237/503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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237 304 002 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range + Q.5° dist. 
“Shaft 


Repair and test instructions: W-237/ 503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 


Ee H21 | Test specifications : 
oe Ignition distributors 0 237... | 


0 . 500 4500 2000 2500. 3000 - 3500 4000 sin” 


Cee eae 
Oe roar 


a coe 


237 304 003 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauce pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.35 mm 
Addition to tolerance range 20.5° dist. 
Shaft 


mow ot mat 


Repair and test instructions: W-237/503 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 
“Negative gauge pressure (vacuum) advance 
6 = Negative gauge pressure (vacuum) retard 
Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range + 0.5° dist. 

, shaft 

Cut-out speed of limiter 3230 to 3430 | 
min 


1 
2 
3 
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ee ee | | 


1 


Repair and test instructions: W-237/503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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| Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range +\0.5° Gist. 
Shaft 


Repair and test instructions: W-237/ 503 


Test Specifications 
Ignition distributors 0 237.. 
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237 304 006 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range +05" dist. 
Shaft 


repair and test instruction: W-237/ 503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-] 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/ 503 
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J Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 


1 
2 
3 
) 


6 
Test adapter KDZV 7202 

Resistance of magnetic-pulse generator 
Air gap min. 

Addition to tolerance range 


Repair and test instructions: W-237/ 503 
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Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 


ZV-I 
9203...700'& 
0.40 mm 
205° dist. 
Shaft 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range + 0.5° dist. 
shaft 


_ 
-_ 


Repair and test instructions: W-237/503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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{ = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

4 = Gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

7 = Gauge pressure (retard) 

Test adapter KDZY 7202 LV~I 
Resistance of magnetic~-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range EQ S2a1SC. 


shaft 
Repair and test instructions: W-237/ 503 
Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

9 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range + 0.5° dist. 


Shaft 


Repair and test instructions: W-237/ 503 
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Distributor-shaft speed 

Distributor-shaft advance 

3 = Negative gauge pressure 

Test adapter KDZV 7202 ZV-1 | 
Resistance of magnetic-pulse generator 520...700 © 
Air gap min. 0.40 mm 
Addition to tolerance range + 055° dist. 
Shaft 
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Repair and test instructions: W-237/503 


Par 500. 1000 1500-2000. .25 ) me ‘ 
“ow 528/28 88888 SHER OSRRRSERaDoaEae C3000 EERO TIT cee 
Biiad sur2gaesatnazstzsatcoserversttesstreccstecze] 


AA 
] 


IUUTTHL 


7 if 


Oe 


Seamed ceocececas 
= pO 


Or 0 re. 


0 237 306 002 


: 1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

; 3 = Negative gauge pressure 

: 5 = Negative gauge pressure (vacuuin) advance 
ae Test adapter KDZV 7202 ZV-I 
ey Resistance of magnetic-pulse generator 520...700 2 
a Air gap min. 0.40 mm 
= Addition to tolerance range + Q0.5° dist. 
ee shaft 
f 


W-237/ 503 


Repair and test instructions: 
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0 237 306 003 

1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range = 0. GIS ts 


Shaft 


Repair and test instructions: W-237/ 503 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range +-025> dist. 
shaft 


Repair and test instructions: W-237/ 503 


Clamping flange: 1 687 700 133 
Driver: 1 686 400 003 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 m 
Addition to tolerance range =.0.9° dist. 
shaft 
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Repair and test instructions: W-237/503 


Clamping flange: 685 700 125 
Driver: 686 400 004 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 © 
Air gap min. 0.40 mm 
Addition to tclerance range 205° ‘dist: 
shaft 


Repair and test instructions: W-237/503 


Clamping flange: 1 687 700 133 
1 686 400 003 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range +045" dist. 
shaft 


Repair and test instructions: W-237/503 


Clamping flange: 1 685 700 133 
Driver: 1 686 400 003 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

9 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 520...700 2 

Air gap iin. 0.40 mm 

Addition to tolerance range + 025°: dist. 
Shaft 

Reva ir and test instructions :W-237/ 503 

Clamping flange: 1 685 700 133 

Driver: 1 686 400 003 


| Test specifications 


Ignition distributors 0 237.. 


EO 
Di eee VEN AO ager in ya 
| aaa 


EN 


237 306 028/..029 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min, 0.40 mm 
Addition to tolerance range + 0.5° dist. 
Shaft 


uoeu teow 


Repair and test instructions: W-237/503 


Clamping flange: 1 685 700 133 
Driver: 1 686 400 003 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range + 0.5° dist. 
shaft 


Repair and test instruction: W-237/503 


Clamping flange: 1 685 700 133 
Driver: 1 686 400 003 


ora 


0 237 306 032/..033 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-1 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.40 mn 

Addition to tolerance range +0.5° dist. 
Shaft 

Repair and test instructions: W-237/503 

Clamping flange: 1 685 700 133 


Driver: 1 686 400 003 
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1 = Distributor-shaft speed 

é = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range + 0.5° dist. 

Shaft 

Repair and test instructions: W-237/ 503 
Clamping flange: 1 685 700 133 


Driver: 1 686 400 003 


1000: 1500" 2000. °2500 3000. 3800 4000: min? 


237 306 036 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range + 0.5° dist. 
Shaft 


ho Woot 


Repair and test instructions: W-237/ 503 


Clamping flange: 1 685 700 133 
Driver: 1 686 400 003 
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‘| Test specifications 
Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
Shaft 
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Repair and test instructions: W-237/ 503 


| Test specifications 


Ignition distributors 


$00... 1000 1500. 2000 2500. 30 


eae etd cs te tipee Sele ee it 


"300° 400 50 


237 306 041 


Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
shaft 


| ee 


Repair and test instructions: W-237/503 


i Test specifications 
Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-1 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. | 0.25 mm 

Addition to tolerance range +0.5° dist, 
shaft 

Repair and test instructions: W-237/503 

Clamping flange: 1 685 700 133 

Driver: 1 686 400 003 


Test specifications 
Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.25 mm 
Addition to tolerance range 20.5" dist. 
Shaft 
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Repair and test instructions: W-237/ 503 


} Test specifications 
| Ignition distributors 0 237.. 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 2V-I 
Resistance of magnetic-pulse generator 520.../00 2 
Air gap min. Q. 35 mm 
Addition to tolerance range =~ 0.5° dist. 
shaft 
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Repair and test instructions: W-237/503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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{1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H4 

Addition to tolerance range = 05° dists 
Shaft 

Repair and test instructions: W-237/ 501 

Clamping flange: 1 685 700 129 


Driver: 1 686 400 004 
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1 = Distributor-shaft speed 
2 = Distributor-shaft advance 
3 = Negative gauge pressure 


6 = Negative gauge pressure (vacuum) retard 
Test adapter KDZV 7202 ZV-H 


Addition to toierance range + 0.5° dist. 
shaft 


Repair and test instructions: W-237/ 501 


Clamping flange: | 1 685 700 129 
Driver: 1 686 400 004 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
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Test adapter KDZV 7202 ZV-H 


Addition to tolerance range + 0.5° dist. 
shaft 


Repair and test instructions: W-237/ 501 


Clamping flange: 685 700 129 
Driver: 686 400 004 


i Test specifications 


J Ignition distributors 0 237.. 
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237 320 004 


Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
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Test adapter KDZV 7202 _ZV-H 


Addition to tolerance range & 0 25° dist. 
Shaft 


Repair and test instructions: W-237/ 501 


Clamping flange: 1 685 700 129 
Driver: 1 686 400 004 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 | ZV-H 


Addition to tolerance range G.5° dist. 
shaft 


Repair and test instructions: W-237/501 


Clamping flange: 685 700 129 
Driver: 686 400 004 
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Histributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
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5 
Test adapter KDZV 7202 ZV-H 


Addition to tolerance range =O 5° dist. 
Shaft 
Repair and test instructions: W-237/ 501 


Clamping flange: 1 685 700 129 
Driver: 1 686 400 004 
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0 237 401 007 
1 = Distributor-shaft speed 

= Distributor-shaft advance 
3 = Negative gauge pressure 
6 = Negative gauge pressure (vacuum) retard 
Test adapter KDZV 7202 ZV-[ 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range + 0.5° dist. 


Shaft 


Repair and test instructions: W-237/ 503 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.40 mm 
Addition to tolerance range =0.5°°d1$. 
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Repair and test instructions: W-237/ 503 


‘| Test specifications 


Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


1 
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Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.35 mm 
Addition to tolerance range = 0.5° dist. 
- 1.5° shaft 


Repair and test instructions: W-237/ 503 


3500: “4000 min“ 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


wow weal 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.30 mm 
Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/ 503 


~ | Test specifications 
| Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 
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6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 2V-I 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.30 mm 

Addition to tolerance range = 06° dist. 
shaft 


Repair and test instructions: W-237/ 503 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
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Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.30 mm 
Addition to tolerance range 20 5° dist, 
shaft 


Repair and test instructions: W-237/ 503 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
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Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.30 mm 
Addition to tolerance range + 0.5° dist. 


Shaft 


Repair and test instructions: W-237/ 503 


J Test specifications 
"§ Ignition distributors 0 237.. 
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0237-402: 007 

1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-1 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.30 mm 

Addition to tolerance range 2025? dist 
Shaft 

FD (date of manufacture) 624 + 


Repair and test instructions: W-237/ 503 
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237 402 008 


Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.30 mm 
Addition to tolerance range + Q0.5° dist. 
shaft 


Repair and test instructions: W-237/503 


| Test specifications 
| Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
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Test adapter KDZV 7202 2V-1 
Resistance of magnetic-pulse generator 520...700 2 


Addition to tolerance range 20 .5° “dist: 
Shaft 


Repair and test instructions: W-237/503 


Test specifications - 
Ignition distributors 0 237.. 


$00" 10001500 .2 000 2500. 3000° 3500 £600. mir 
ahr 0 fa a. 


Sear, 
eo 
a one fen 


0 237 402 016 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-I 


Resistance of magnetic-pulse generator 520...700 2 


Addition to tolerance range + Q.5° dist. 
Shaft 


Repair and test instructions: W-237/ 503 


] Test specifications 
i Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure ‘ 
Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 055° dist. 
Shaft 


Repair and test instructions: W-237/ 503 
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237 405 023 
Distributor-shaft speed 
Distributor-shaft advance 
Negative gauge pressure 
Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.35 mm 
Addition to tolerance range * 0.5° dist. 
Shaft 


Repair and test instructions: W-237/503 


i Test specifications 


"| Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 0 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructians: W-237/ 502 
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237 002 093 


Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 
Gauae pressure (advance/retard) 


Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 9 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
shaft 
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Repair and test instructions: W-237/ 502 
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237 002 096 
Distributor-shaft speed 
Distributor-shaft advance 


Negative gauge pressure 
Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 9 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 


shaft 
Cut-out speed of limiter 3140 to 3330 


min? 
Repair and test instructions: W-237/ 502 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
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Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 9 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
shaft 


Repair and test instructions: W-237/ 502 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


wom mt 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 505...680 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 


Shaft 


Repair and test instructions: W-237/ 502 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7262 ZV-I 
Resistance of magnetic-pulse generator 950...1300 9 
Air gap min. 0.25 mm 
Addition to tolerance range 2D Sed Sts 


Shaft 


Repair and test instructions: W-237/ 502 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 9 
Air gap min. 0.25 mm 
Addition to tolerance range & 025" dist. 
Shaft 


Repair and test instructions: W-237/ 502 
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Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 0 
Air gap min. 0.25 mm 
Addition to tolerance range oUL5" dst. 


— shaft 


Repair and test instructions: W-237/ 502 
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0 237 002 103 / 104 

i = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 : ZV-I 
Resistance of magnetic-pulse generator 505...680 2 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/ 502 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 505...680 Q 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
shaft 


Repair and test instructions: W-237/ 502 
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{ = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 9 
Air gap min, 0.25 mm 
Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/ 502 


[Test specifications 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV /202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 9 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 


Shaft 


Repair and test instructions: W-237/ 502 
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{ Ignition distributors 0 237.. 


Ba ete ay 1 


4500° . 2000. 2500. 3000. 3500 4000 min 


Ceeer, Oo Os SaaaS 
aoe OE Ris Ree 
ee OE Oe eS ABeae alos 
SRESDRSEREERAO48 


SceeeeGe 2 HH 
BSSSRE SSSR RSRRSS BESRS SSR e 
eGo ome aw TOP SOF 


237 005 01? 


Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 9 
Air gap min. 0.25 mm 
Addition to tolerance range + .0.5° dist 


tQue 


shaft 
Cut-out speed of limiter 3140 to 3330 


min 


Repair and test instructions: W-237/ 502 


i Test specifications 
| Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 
Air gap min. 0.25 mm 
Addition to tolerance range +0 ..57" dist; 
Shaft 


Repair and test instructions: W-237/ 502 


| Test specifications 
| Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


1 
2 
3 
9 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 9 
Air gap min. 0.25 mm 
Addition to tolerance range = 025° dist, 
shaft 


Repair and test instructions: W-237/ 502 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


- 
- 
- 
- 
- 
- 
- 
~ 


Test adapter KDZV 7202 ZV-I 


Resistance of magnetic-pulse generator 950...1300 9 


Air gap min. 0.25 mm 


Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/ 502 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 9 
Air gap min. 0.25 mm 
Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/ 502 
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| 1 = Distributor-shaft speed 
2 = Distributor-shaft advance 4 
3 = Negative gauge pressure | 
5 = Negative gauge pressure (vacuum) advance 

. Test adapter KfzV 7202 ZV-H 
Addition to tolerance range + 025° sdist. 


shaft 


Repair and test instructions: W-237/ 500 


) | Test specifications 
| Ignition distributors 0 237.. 
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{1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 


Repair and test instructions: W-237/ 500 
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Distributter-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


- 
- 
~ 
- 
- 
= 
~ 
- 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range 


Repair and test instructions: W-237/ 500 


Test specifications 
| Ignition distributors 0 237.. 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 

FD (date of manufacture) 243 + 
Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/ 500 


i Test specifications 
| Ignition distributors 0 237.. 
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{ = Distributor-shaft speed 

2 = vistributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/500 


"| Test specif ications 
| [Ignition distributors 0 237.. 
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1 
2 
3 
5 


Distributor-shaft speed 
Distributor-shaft advance 

Negative cauge pressure | 
Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range 


Repair and test instructions: W-237/ 500 


Clamping flange: 1 685 720 217 
Driver: 1 686 400 007 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


MW NM — 
“ou wou 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/ 500 


Clamping flange: 1 685 720 217 
Driver: 1 686 400 007 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


-= 
_ 
~ 
-_ 
~ 
_ 
~ 
— 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range + 0.5° dist. 
shaft 


Repair and test instructions: W-237/ 500 


Clamping flange: 1 685 720 217 
Driver: 1 686 400 007 


j fest specifications 


J ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range 20.5° dist. 
shaft 


Repair and test instructions: W-237/ 500 


Clamping flange: 685 720 217 
Driver: 686 400 007 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


_= 
-_ 
_ 
a 
— 
- 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range + 0.5° dist. 
shaft 


Repair and test instructions: W-237/ 500 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range 


Repair and test instructions: W-237/ 500 


i Test specifications 
Ignition distributors O 237.2 
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Distributor-shaft speed 
Distributor-shaft advance 


Negative gauge pressure 
Negative gauge pressure (vacuum) advance 


Hou Mou 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range 


Repair and test instructions: W-237/ 500 


j Test specifications 


Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 
est adapter KDZV 7202 ZV-H 


1 
2 
3 
5 
6 
T 


Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/ 500 


‘T Test specifications 
Ignition distributors 0 237.. 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 
est adapter KDZV 7202 ZV-H 


1 
2 
3 
°) 
6 
+ 


Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/ 500 


ie : M2 T Test specifications a 
BL] Ignition distributors 0 237.. = => 


~500 4000: 1500 “2000: "2500. he: 3500° 4000 in 


St sean ob: 
] oe 
is bs seesene eens CESTAESTIE 


SSRs 
PREECE eee 
~ $00... 600 mb 


237 022 049 / 050 


= Distributor-shaft speed 
« Distributor-shaft advance 
Negative gauge pressure 
Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 
est adapter KDZV 7202 ZV-H 


Addition to tolerance range + 0.5° dist. 


Shaft 
FD {date of manufacture) 246 > 


Repair and test instructions: W-237/ 500 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
= Negative gauge pressure (vacuum) retard 

est adapter KDZY 7202 ZV-H 


1 
2 
s) 
5 
6 
T 


Addition to tolerance range 00S? ds: 
Shaft 


Repair and test instructions: W-237/ 500 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 
est adapter KDZV 7202 ZV-H 


touw wa 


Addition to tolerance range 0..5° :disti 


shaft 
Cut-out speed of limiter. 2640 to 2810 


nine 


Repair and test instructions: W-237/ 500 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance ranqe + 0,5° dist. 


Shaft 


FD (date of manufacture) 247 + 
Cut-out speed of limiter 235U to 2500 


min7+ 


Repair and test instructions: W-237/500 
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{ = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 


shaft 


Repair and test instructions: W-237/ 500 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative qauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range + 0.5° dist. 
Shaft 


Repair and test instructions: W-237/ 500 
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- 1 = Distributor-shaft speed 

2 2 = Distributor-shaft advance 

re 3 = Negative gauge pressure 

r 5 = Negative gauge pressure (vacuum) advance 

- Test adapter KDZV 7202 ZV-H 

2 Addition to tolerance range #0..5? d5ss. 

. shaft 
Cut-out speed of limiter 3040 to 3220 1 

min 


Repair and test instructions: W-237/500 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


1 
2 
3 
5 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range = 0, 5° dist. 
shaft 
Cut-out speed of limiter 3040 to 3220 “4 
min 


Repair and test instructions: W-237/ 500 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-H 
FD (date of manufacture) 246 > 


Addition to tolerance range = 0.5? dist. 


shaft 
Cut-out speed of limiter 3380 to 3590 


min 
Repair and test instructions: W-237/500 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + 0.5° dist. 


shaft 
Cut-out speed of limiter 3280 to 3480 


min-2 


Repair and test instructions: W-237/500 
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1 = Distributor-shaft speed : 
2 = Distributor-shaft advance = 
3 = Negative gauge pressure 
5 = Negative gauge pressure (vacuum) advance 
Test adapter KDZV 7202 ZV-H 
Addition to tolerance range + Q.5° dist. 

shaft re 

D (date of manufacture) 243 > 


Repair and test instructions: W-237/ 500 
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Distributor-snaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


1 
2 
3 
5 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range £ 0.5° dist. 
shaft 


Repair and test instructions: W-237/ 500 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 
est adapter KDZV 7202 ZV-H 


| | ee 


1 
c 
3 
5 
6 
T 


Addition to tolerance range + 0.5° dist. 

g 7 shaft 
Cut-out speed of limiter 3280 to 3480 ' 
min 


Repair and test instructions: W-237/ 500 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 
est adapter KDZV 7202 ZV-H 


Addition to tolerance range =: 0:.5° “dist. 

| shaft 
Cut-out speed of limiter 3280 to 3480 “4 
min 


Repair and test instructions: W-237/500 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


ooeu wou 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range 


Repair and test instructions: W-237/ 500 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 


Addition to tolerance range 


Repair and test instructions: W-237/ 500 
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{1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 

Addition to toierance range + 0.5° dist. 
Bs shaft 
ie Cut-out speed of limiter 3280 to 3480 “| 
a min 


Repair and test instructions: W-237/ 500 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range + 0.5° dist. 

shaft 
Cut-out speed of limiter 3280 to 3480 -{ 
min 


Repair and test instructions: W-237/ 500 


500. 1000. 1500-2000 2500 “3000 - 3500 4000 min’ © 


eh 60) 


Q 237 031 021 / 022 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-H 

Addition to tolerance range + 0.5° dist. 

Shaft 

Cut-out speed of limiter 3280 to 3480 x 

min 


Repair and test instructions: W-237/500 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

Test adapter KDZV 7202 ZV-H 

Addition to tolerance range + 0.5° dist. 

shaft 

Cut-out speed of limiter 3280 to 3480 _, 

min 


Repair and test instructions: W-237/500 


M22 Test specifications | ; | i 
| Ignition distributors 0 237.. — & 


ee ee B L| 
ia, CEld See h RORRE PASS RRSERS SARw 
ep t HE 
Ea ae SRSES HESS 
sosuea: aon HHH HH SSer 2802E 
fn SRR RRs EeS 
fo. OBS SS8RR SHER8 SER 
ae eeeeae 


glatins ae 

Gen SLEht RAGES S878 CoRR eveen B 
cee PAM Te 

ee TATA 


oo PERERA Et Seueceveeseesesterssereree 
ae oar eee ae ae a | 


237 034 011 / 012 
Distributor-shaft speed 


Distributor-shaft advance 
Negative gauge pressure 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range + 0.5° dist. 


shaft 
Cut-out speed of limiter 1470 to 1560 


min” | 


Repair and test instructions: W-237/ 500 
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1 = Distributor-shaft speed 

@ = Distributor-shaft advance 

3 = Negative gauge pressure 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 520...700 2 

Air gap min. 0.40 mm 

Addition to tolerance range + 0.5° dist. 
shaft 

Cut-out speed of limiter 3090 to 3280 “4 

min 


Repair and test instructions: W-237/ 503 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pu'se generator 950...1300 0 

Air gap min. 0.40 mm 

Addition to tolerance ra:ige £°0.5° dist. 
shaft 

Repair and test instructions: W-237/ 503 

Clamping flange: 1 685 720 214 

Driver: 1 686 400 003 
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0 237 304 025 

{ = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

9 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-1 
Resistance of magnetic-pulse generator 950...1300 9 
Air gap min. 0.40 mm 
Addition to tolerance range +0 ,5° dist, 


shaft 
Repair and test instructions: W-237/ 503 
Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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0 237 304 026 

1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 950...1300 9 

Air gap min. 0.40 mm 

Addition to tolerance range £°0.5° dist. 
shaft 

Repair and test instructions: W-237/ 503 

Clamping flange: 1 685 720 214 

Driver: 1 686 400 003 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 


Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-putse generator 950...1300 2 
Atr gap min. 0.40° mm 
Addition to tolerance range +025 «dist. 


Shaft 


Cut-out speed of limiter 3140 to 3330 


min’. 


Repair and test instructions: W-237/503 


Clamping flange: 1 685 720 214 


Driver: 


1 686 400 003 
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Distributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative aqauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 950...1300 2 
Air gap min. 0.35 mm 
Addition to tolerance range + 0.5° dist. 
shaft 
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Repair and test instructions: W-237/ 503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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0 237 304 029 . 
{ = Distributor-shaft speed Q 
2 = Distributor-shaft advance Ee 
3 = Negative gauge pressure is 
9 = Negative gauge pressure (vacuum) advance 
6 = Negative gauge pressure (vacuum) retard Me 
Test adapter KDZV 7202 ZV-I . 
Resistance of magnetic-pulse generator 950...1300 9 : 
Air gap min. 0.40 mm : 
Addition to tolerance range eiQu5? dist. A 


Shaft 


Repair and test instructions: W-237/ 503 


Clamping flange: 1 685 720 214 
Driver: 1 686 400 003 
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1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-1 

Resistance of magnetic-pulse generator 950...1300 9 

Air gap min. 0.40° mm 

Addition to tolerance range + 0.5° dist. 
Shaft 

Cut-out speed of limiter 3230 to 3430 1 

min- 

Repair and test instructions: W-237/ 503 

Clamping flange: 1 685 720 214 

Driver: ' 1 686 400 003 
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{ = Distributor-shaft st-ed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

6 = Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 

Resistance of magnetic-pulse generator 950...1300 9 

Air gap min. 0.40 mm 

Addition to tolerance range +'0,5° dist, 
Shaft 

Repair and test instructions: W-237/ 503 

Clamping flange: 1 685 720 214 


Driver: 1 686 400 003 


oO 


500. 000. 1500 2000. 2800. 3000: “3800. 


LA a 
SSS807 288.6008 OP SHR SSRs eee 
54S GSRERO Anes AOGRRa! CSUSGSNGSSEne seaan 


Peery 
A SS008 487 G0 20887 O8e 2ARERES GS! ROSES eUe SSE CORE 
SRG SS AS SSS Sees 


: SSUReaRerene 
ae B | SSSR ee 
4 URES DORGE DORR CRRA GDSORSSASSaeEneeaeenonee om 
ee Oe ee ee ees Sees eee 2 
a EES OE cry 
ae OO OE OO ae abe Sb aa 


a ene "4 300... 400” 


0 237 402 031 


1 = Distributor-shaft speed 

2 = Distributor-shaft advance 

3 = Negative gauge pressure 

5 = Negative gauge pressure (vacuum) advance 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.30 mm 
Addition to tolerance range | + 0..5° dist. 


Shaft 


Repair and test instructions: W-237/503 
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Oistributor-shaft speed 

Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 
Negative gauge pressure (vacuum) retard 

Test adapter KDZV 7202 ZV-I 
Resistance of magnetic-pulse generator 520...700 2 
Air gap min. 0.30 mm 
Addition to tolerance range + 9.5° dist. 
Shaft 


= 
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Repair and test instructions: W-237/ 503 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range + 0.5° dist. 
shaft 


Repair and test instructions: W-237/500 
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237 505 002 
Distributor-shaft speed 


Distributor-shaft advance 
Negative gauge pressure 


Test adapter KDZV 7202 


Addition to tolerance range 


Repair and test instructions: W-237/ 503 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


1 
2 
3 
9 


Test adapter KDZV 7202 
Addition to tolerance range 


Repair and test instructions: W-237/ 500 


Clamping flange: 1 685 700 129 
Driver: 1 686 400 004 
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Distributor-shaft speed 
Distributor-shaft advance 

Negative gauge pressure 

Negative gauge pressure (vacuum) advance 


uot own 


1 
2 
3 
5 


Test adapter KDZV 7202 ZV-H 


Addition to tolerance range + 0.5° dist. 
shaft 


Repair and test instructions: W-237/ 500 
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